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Schut Geometrical Metrology CALIPERS

Absolute digital calipers

Calipers with an absolute measuring system for easy incremental and absolute conversion.

m Measuring range: 0-300 mm. m ABS/INC switchable.
m Resolution: 0.01 mm. m On/off switch.
m mm/inch conversion. m Reset.

m Large LCD display.
m Thumb wheel/locking screw/flat depth rod.
m Power supply: | battery type V357.

PRIC

Item No. Measuring  Jaw length  Thumb  Price

906.480 range/mm mm wheel EUR

906.480 0-150 40 yes  26.00

906.481 0-200 50 yes  36.60

@) 906.482 0-300 60 yes  65.00
—/Schut Option:

836.535 Spare battery 0.80

Digital calipers with excellent price-performance ratio

m Measuring range: 0-300 mm. m Reset.

m Resolution: 0.01 mm. m Large LCD display (except 906.483/484).
m mm/inch conversion. m Thumb wheel (except 906.483/484).

m On/off switch. m Locking screw/flat depth rod.

m Power supply: 1 battery type V357.

pRICR

906.300

Item No. Measuring Jaw length Thumb Price
range/mm mm wheel EUR
906.483 0- 75 30 no 24.70
906.484 0-100 30 no 24.70
906.300 0-150 40 yes 24.60
906.302 0-200 50 yes 35.50
S 906.304 0-300 60 es 60.00
1001 ’
Left-handed model:
906.299 0-150 40 yes 57.00
Option: %
906.299 836.535 Spare battery 0.80 g
g
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Absolute digital calipers

having to reset the zero position at every use.

m Measuring range: 0-300 mm.
m Resolution: 0.01 mm.

m mm/inch conversion.

m ABS/INC switchable.

m On/off switch.

Digital calipers

Calipers with an absolute measuring system for easy incremental and absolute conversion. The
advantage of these calipers is the one-time setting of the absolute zero position until the battery has to
be changed. This reduces the chance of measuring errors and enables you to use the calipers without

907.546

PRICY

B Automatic switch-off.

m Reset.

m Large LCD display.

m Thumb wheel/locking screw/flat depth rod.

m DIN 862.

m Delivered in a plastic case with a
manufacturer measuring report.

m Power supply: 1 battery type V357.

Item No. Measuring  Jaw length  Price
range/mm mm EUR

907.546 0-150 40 34.30

907.547 0-200 50 53.00

907.548 0-300 60 87.00

Option:

836.535 Spare battery 0.80

The advantage of these calipers is the one-time setting of the absolute zero position until the battery
has to be changed. This reduces the chance of measuring errors and enables you to use the calipers
without having to reset the zero position at every use.

m Measuring range: 0-300 mm.
m Resolution: 0.01 mm.

m mm/inch conversion.

m On/off switch.

m Automatic switch-off.

907.537

PRICY

m Reset.

m Large LCD display.

m Thumb wheel/locking screw/flat depth rod.

m DIN 862.

m Delivered in a plastic case with a
manufacturer measuring report.

m Power supply: 1 battery type V357.

Item No. Measuring  Jaw length  Price
range/mm mm EUR

907.537 0-150 40 32.60

907.538 0-200 50 51.00

907.539 0-300 60 85.00

Option:

836.535 Spare battery 0.80
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Digital calipers with hold function
Digital calipers with a function to hold the display value at any position.
m Measuring range: 0-300 mm. m On/off switch.
m Resolution: 0.01 mm. m Reset.
m mm/inch conversion. m Hold function.
m Large LCD display.
_ m Thumb wheel/locking screw/flat depth rod.
|. m Power supply: | battery type V357.
; ST T = srancess :
. I'Iﬂ. ="u! Iu 'I1£I 'l. o _I ‘. MARDENED
| \\{ 907.543
: PRICY
Item No. Measuring  Jaw length  Price
range/mm mm EUR
907.543 0-150 40 29.70
907.544 0-200 50 36.10
907.545 0-300 60 67.00
Option:
836.535 Spare battery 0.80
Digital calipers with min/max function
By keeping the mode button pressed you can hold the minimum and maximum measuring values.
m Measuring range: 0-300 mm. m On/off switch.
m Resolution: 0.01 mm. m Reset.
m mm/inch conversion., m Min/max function.
m Large LCD display.
{ m Thumb wheel/locking screw/flat depth rod.
. ’: m Power supply: 1 battery type V357.
e 1709 TNV T . o
W | fuc ﬂ'lﬁ ng wn g 1 m'” '2’:;‘{:'% =
| 907.549
| PRICY
4
Item No. Measuring  Jaw length  Price
range/mm mm EUR
B 907.549 0-150 40 30.20
=g 907.550 0-200 50 37.80
—'Schut 907.551  0-300 60 67.00
Option:
836.535 Spare battery 0.80
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Digital calipers 0.005 mm

Calipers with a higher resolution and a measuring range up to 300 mm.

m Measuring range: 0-300 mm. m Automatic switch-off.

m Resolution: 0.005 mm. m Reset.

m mm/inch conversion. m Thumb wheel/locking screw/flat depth rod.
m ABS/INC switchable. m DIN 862.

m On/off switch. m Power supply: 1 battery type CR2032.

PRICY

i T Item No. Measuring  Jaw length  Price
' range/mm mm EUR
906.821 0-150 40 60.00
906.822 0-200 50 72.00
906.823 0-300 60 122.00

Option:
495.157 Spare battery 0.50

Digital solar calipers

The solar power supply functions already with a low illumination level.

m Measuring range: 0-300 mm. m Automatic switch-off.
m Resolution: 0.01 mm. Reset.

m mm/inch conversion. Thumb wheel/locking screw/flat depth rod.
Back-up power supply (prevents shut-down
in dark places): 1 battery type V389.

906.475

PRICY
' ' ‘ Item No. Measuring  Jaw length  Price
range/mm mm EUR
o 906.475 0-150 40 44.00
[ j’?r:.:iZ:\ﬂ 906.492 0-200 50 71.00
\=/Schut 906.493  0-300 60 113.00
Option: g
498.823 Spare battery 1.40 g
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Digital calipers with glass ruler

Equipped with a glass ruler. Very smooth displacement by non-contact movement.

m Measuring range: 0-300 mm. m Reset.
m Resolution: 0.01 mm. m Large LCD display.
m mm/inch conversion. & m Thumb wheel/locking screw/flat depth rod.
m ABS/INC switchable N m DIN 862.
(only 909.443/444/445). m Delivered in a plastic case with a

m With data output. manufacturer measuring report.
m On/off switch. m Power supply: 1 battery type CR2025.
m Automatic switch-off.

909.440

pRICY
Item No. Measuring  Jaw length  Price
range/mm mm EUR
909.440 0-150 40 39.90
909.441 0-200 50 58.00
909.442 0-300 60 94.00

Absolute calipers:

ToBinteritace: 909.443 0-150 40 44.00
FO:‘é;a ;gfa'sfer e 909.444  0-200 50 62.00
- 909.445 -3 100.
(e.g. Excel. Word). 2 i ol cdadini
— Operating system: Options:
Windows and other. 495.214 Spare battery 0.40
— PC connection: USB. 909.446 USB interface 120.00 N
— No software or driver to install. 909.687 Footswitch for 17.30 %
— Foot switch (optional). USB interface §
&
:
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Measuring range: 0- 300 mm.
Resolution: 0.01 mm.
mm/inch conversion.

With data output.

Tolerance function.

On/off switch.

Automatic switch-off.

Reset.

Large LCD display.

PRICR

Item No. Measuring  Jaw length  Price

range/mm mm EUR
006.412 0-150 40 42.00
006.413 0-200 50 59.00
006.414 0-300 60 89.00
Options:
495.214 Spare battery 0.40
909.446 USB interface 120.00
909.687 Foot switch 17.30

Digital calipers with tolerance function

Digital calipers with a function to set tolerance limits with Go/NoGo reading.

m Thumb wheel/locking screw/flat depth rod.

m DIN 862.

m Delivered in a plastic case with a
manufacturer measuring report.

m Power supply: 1 battery type CR2025.

. 906.412

m Measuring range: 0-300 mm.
m Resolution: 0.01 mm.

m mm/inch conversion,.

m On/off switch.

m Automatic switch-off.

m Reset.

910.072

Digital calipers with rotatable LCD display

m Rotatable display.

m Rotatable display value.

m Thumb wheel/locking screw/flat depth rod.
m Power supply: 1 battery type CR2032.

IE @uj E- o
\~'Schut

PRICY

Item No. Measuring  Jaw length  Price

range/mm mm EUR
910.072 0-150 40 36.80
910.073 0-200 50 56.00
910.074 0-300 60 83.00
Option:
495.157 Spare battery 0.50
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Absolute digital calipers IP54

Calipers with an absolute measuring system for easy incremental and absolute conversion. The
advantage of these calipers is the one-time setting of the absolute zero position until the battery has to
be changed. This reduces the chance of measuring errors and enables you to use the calipers without
having to reset the zero position at every use. These calipers have a protection degree of P54 and are
therefore protected against splash water and resistant to oil and dust. The models with the tolerance
limit function are provided with a clear optical Go (NoGo) indication.

m Measuring range: 0-300 mm. m Locking screw/flat depth rod.

m Resolution: 0.01 mm. m Protection; IP54.

m mm/inch conversion. m DIN 862.

m ABS/INC switchable. m Delivered in a plastic case with a

m With data output. manufacturer measuring report.

m On/off switch. m Power supply: 1 battery type CR2032.
m Automatic switch-off. Models with tolerance display:
. o w m Adjustable tolerance limits.

m Max. measuring speed: unlimited.

m Tolerance display by means of illuminated
green LED at GO value.

906.835

Br—— USB interface:

NSy — For data transfer to PC

N~ SChut (e.g. Excel, Word).

— Operating system:
Windows and other.

— PC connection: USB.
— No software or driver to install.

PF“CE — Foot switch (optional).

Item No. Measuring Accuracy Jaw length  Price

range/mm mm mm EUR
906.838 0-150 0.02 40 44.00
906.839 0-200 0.03 50 62.00
906.840 0-300 0.03 60 80.00
Models with tolerance display: 906.618
906.835 0-150 0.02 40 51.00
906.836 0-200 0.03 50 69.00
906.837 0-300 0.03 60 87.00
Options:
495.157 Spare battery 0.50
906.618" USB interface 72.00
909.687 Footswitch for USB interface 17.30
910.038 Wireless USB receiver 47.00
906.619 Wireless transmitter 48.00

" Standard configured for PC with English (US) keyboard.
Also available on request for alternative keyboards.

906.619/910.038
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Absolute digital calipers IP54

Calipers with an absolute measuring system for easy incremental and absolute conversion. This
gives you the advantage that the caliper stores the one-time setting of the absolute zero position until
the battery has to be changed. This reduces the chance of measuring errors and enables you to use the
caliper without having to reset the zero point with each use. These calipers have a protection degree
of IP54 and are therefore protected against splash water and resistant to oil and dust.

m Measuring range: 0-300 mm. m Max. measuring speed: unlimited.
m Resolution: 0.01 mm. m Thumb wheel supplied separately.
m mm/inch conversion. m Locking screw/flat depth rod.
m ABS/INC switchable. m Protection: IP54.
m Digimatic data output. m DIN 862.
m On/off switch. m Delivered in a plastic case with a
m Reset. manufacturer measuring report.
i m Power supply: 1 battery type CR2032.

| I‘l::lj
—/Schut

909.602

USB interface:

— For data transfer to PC
(e.g. Excel, Word).

— Operating system:
Windows and other.

— PC connection: USB.

— No software or driver to install.

— Foot switch (optional).

AR0Y
Item No. Measuring Accuracy  Jaw length  Price
909.686 range/mm mm mm EUR
909.602 0-150 0.02 40 52.00
909.603 0-200 0.02 50 70.00
909.604 0-300 0.03 60 88.00
Options:
495.157 Spare battery 0.50
909.686" USB interface 101.00
909.687 Footswitch for USB interface 17.30
- | 910.038 Wireless USB receiver 47.00
' 910.039 Wireless transmitter 47.00
" Standard configured for PC with English (US) keyboard.
910.039/038 Also available on request for alternative keyboards.
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m Measuring range: 0-300 mm.
m Resolution: 0.01 mm.

m mm/inch conversion,

m ABS/INC switchable,

m On/off switch.

m Automatic switch-off.

Absolute digital calipers IP54

Calipers with an absolute measuring system for easy incremental and absolute conversion. This
gives you the advantage that the caliper stores the one-time setting of the absolute zero position until
the battery has to be changed. This reduces the chance of measuring errors and enables you to use the
caliper without having to reset the zero point with each use. These calipers have a protection degree
of IP54 and are therefore protected against splash water and resistant to oil and dust.

m Reset.

m Thumb wheel/locking screw/flat depth rod.

m Protection: IP54.

m DIN 862.

m Delivered in a plastic case with a
manufacturer measuring report.

m Power supply: 1 battery type CR2032.

906.177

©Schut
Digital calipers IP54

resistant to oil and dust.

B Measuring range: 0-300 mm.
m Resolution: 0.01 mm.

m mm/inch conversion.

m On/off switch.

907.900

. W W M R 0 L e PREE

Item No. Measuring Accuracy  Jaw length  Price
range/mm mm mm EUR

906.177 0-150 0.03 40 42.00

906.178 0-200 0.03 50 58.00

906.179 0-300 0.04 60 84.00

Option:

495.157 Spare battery 0.50

These calipers have a protection degree of IP54 and are therefore protected against splash water and

m Reset.

m Thumb wheel/locking screw/flat depth rod.
m Protection: IP54.

m Power supply: 1 battery type V357.

pRICY

Item No. Measuring  Jaw length  Price

range/mm mm EUR
907.900 0-150 40 38.40
907.901 0-200 50 52.00
907.902 0-300 60 70.00
Option:
836.535 Spare battery 0.80
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TESA TWIN-Cal digital calipers

New generation P40 calipers, TESA TWIN-Cal, with an excellent price-performance ratio. These
calipers have a unique connectivity concept TESA LINK. All TWIN-Cal calipers are equipped with a
data output. Connect the TESA Link Connector to the TWIN-Cal for “plug and play” (wireless) data

transfer.

m Measuring range: 0-300 mm. m Flat depth rod (except 783.331: round depth
m Resolution: 0.01 mm. rod ¢ 1.5 mm).

m mm/inch conversion. m Protection: IP40.

m Digit height: 11 mm. m DIN 862.

m Automatic switch-off. m Standard supplied with data output (USB,

m Reset. Digimatic or wireless).

m Max. measuring speed: approx. 2.5 m/s. m Delivered in a plastic case with a

® Thumb wheel (except 783.334). manufacturer measuring report.

m Locking screw. m Power supply: 1 battery type CR2032.

783.331

If%‘I —a
. —/Schut
Dimensions
flat depth rod
=
; B r"; HSEae .y
Item No. Measuring Jaw length Depth Price %
range/mm mm rod EUR \ [ T
783,334 0-150 40 flat 114.00 'l ¥ TESA Link Connector USB
783.331 0-150 40 round  114.00
783.332 0-200 50 flat 168.00 5
783333 0-300 64 flat 22400 A
Options: ¥ |
495.157 Spare battery 0.50 “I ¥ TESA Link Connector Digimatic
779.362" Depth measuring base 75 x 6 mm 34.00
783.3012 TESA Link Connector USB 98.00 h g
783.3022 TESA Link Connector Digimatic 185.00 =i
783.555% TESA Link Connector Bluetooth 43.00 \ - .
' Only suitable for the calipers with measuring range 0- 150 mm. .l § TESA Link Connector Bluetooth §_
>The TESA Link Connector will replace the battery cover. g
g
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Mitutoyo Absolute Digimatic calipers

Mitutoyo digital calipers equipped with an AOS inductive encoder. The measuring signal is not
affected by dirt (water, oil, etc.) on the ruler surface due to the electromagnetic inductive ABS encoder.
The one-time setting of origin remains as the absolute zero position until the battery has to be changed.

m Measuring range: 0-300 mm. m Delivered in a plastic case with a
m Resolution: manufacturer measuring report.
0.01 mm. m Power supply: 1 battery type V357.
m ABS/INC
switchable,
m With or without
Digimatic data v
output. > 500.181
ot . Item No. Measuring  Jaw length  Price
. Max HicAsTES range/mm mm EUR
speed: unlimited.
m Flat depth rod (except 500.158, 500.180, Without Digimatic data output:
500.184 and 500.203: round depth rod 500.180"  0-100 40 210.00
¢ 1.9 mm). 500.181 0-150 40 115.00
m Protection: TP40. 500.184! 0-150 40 115.00
= DIN 862. 500.182 0-200 50 181.00
With Digimatic data output:
500.161 0-150 40 142.00
— , 500.158'  0-150 40 167.00
Item No.  Description Price EUR 500.151 0-150 40 168.00
836.535 Spare battery 0.80 500.162 0-200 50 202.00
959.149°  Digimatic signal cable 1 m 43.00 500.1522 0-200 50 238.00
959.150°  Digimatic signal cable 2 m 50.00 :
106.382*  USB Input Tool Direct cable 2 m 107.00 2%%2:2 8 288 gj %2?88
102.300°"  U-WAVE fit connector 92.00 it s ki
264.620*  U-WAVE fit transmitter IP67 163.00 | ''With round depth rod ¢ 1.9 mm.
264.621*  U-WAVE fit transmitter 163.00 | 2wWith thumb wheel.
264.624*  U-WAVE Bluetooth transmitter IP 67 163.00 | 3 With data switch
264.625*  U-WAVE Bluetooth transmitter 163.00 | 4 Connector + tran.smitter are needed.

Mitutoyo Absolute Digimatic Solar calipers IP67

m Measuring range: 0- 150 mm. -

m Resolution: 0.01 mm. '@JS Yoot

m Digimatic data output (only e
500.778).

m Reset.

m Flat depth rod . '
(except 500.792: round . — @_‘!m-
depth rod ¢ 1.9 mm). :

m [llumination:

500.778

mlmma_l 60 lux. | Item No. Measuring  Price
m Protection: IP67. Rl range/mm  EUR
m DIN 862.
m Delivered in a plastic case with a 500.792 0-150  223.00
manufacturer measuring report. 500.778 0-150  288.00
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