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Schut for Precision

Protractors / Clinometers / Spirit levels

Accuracy of clinometers/spirit levels
according DIN 877
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PROTRACTORS

Universal digital bevel protractor

This digital bevel protractor displays both decimal degrees and degrees-minutes-seconds at the

same time.

m Measuring range (switchable): 1x 360°,
2x 180°,
4x  90°.

m Resolution: 0.008° and 30".
m Accuracy: £0.08° or £5'.

m On/off switch.

m Reset/preset.

m Reversible measuring direction.
m Fine adjustment.
m Delivery in a wooden case with three blades

(150, 200 and 300 mm), a square and an acute

angle attachment.
m Power supply: 1 battery type CR2032.

pRICY

v p—
®Schut

Single blades
Item No. Description Price EUR Item No. Blade length/mm  Price EUR
907.885 Bevel protractor 264.00 909.380 150 6.40
Option: 909.381 200 8.50
) 909.382 300 10.80
495.157 Spare battery 0.50 909 383 500 16.70
909.385 800 43.00

C08.302.EN 20210503
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PROTRACTORS Schut for Precision

Universal digital bevel protractors

Digital bevel protractors made of stainless steel, with blades of 150, 200, 300 or 500 mm. The
blades and all the measuring faces are hardened.

m Measuring range (switchable): 1x 360°, m Automatic switch-off after 10 minutes of idle
2x 180°, time with storage of the displayed measuring
4x 90°. value.

m Resolution: 1', or decimal 0.01°, m Proximity data output.

m Accuracy: +2". m Reset/preset/hold functions.

m Clamping spring system for blade. m Fine adjustment.

m Indication switchable from degrees and m Delivered in a wooden case.

minutes to decimal degrees. m Power supply: 1 battery type CR2032.
it T e
\-—/Schut

- ———

856.688
Complete bevel protractors Single blades

Item No. Blade length/mm  Price EUR Item No. Blade length/mm  Price EUR
856.688 150 908.00 856.685 150 40.00
856.689 200 919.00 856.693 200 50.00
856.690 300 927.00 856.687 300 54.00
856.691 500 976.00 856.686 500 82.00
Options:
495.157 Spare battery 0.50
856.694 Prism base 66.00 \ N
856.695 Ledge 50.00 o £
840.666 Proximity USB cable (2 m) 197.00 856.694 < 856.605 2

g
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Schut Geometrical Metrology PROTRACTORS

Universal digital bevel protractor

This stainless steel, digital bevel protractor is available with blades from 150 to 1000 mm. The
blades and all the measuring faces are hardened.

m Measuring range: +£360°. m On/off switch.

m Resolution: 1", or decimal 0.01°, m Reset/preset/hold functions.

m Accuracy: £2'. m Control with 5 keys for several functions.

m Repeatability: 1. m Fine adjustment.

m Indication switchable from degrees and m Delivered in a wooden case without blade.
minutes to decimal degrees. m Power supply: 1 battery type CR2032.

m + and - direction reversible.
m Per 90° adjustable.
m Data output, Mitutoyo Digimatic compatible.

&=

\~/Schut

Single blades

Item No. Description Price EUR Item No. Blade length/mm  Price EUR
855.820 Bevel protractor 905.00 909.380 150 6.40
Options: 909.381 200 8.50
495.157 Spare battery 0.50 s - et

905.409 Data cable 2 39.00 e 2 o g

: i i : 909.385 800 43.00 Z

855.827 1000 195.00 2

g

© 2021, Schut Geometrische Meettechniek bv 331 Measuring instruments and systems 2021/2022

www.schut.com/CatalogOnline/en/ 331/536



16.07.2021 r. Schut Catalog
PROTRACTORS Schut for Precision
Dial bevel protractor
m Measuring range: 4x 90°.
m Graduation: 5".
m Fine adjustment.
m Hardened stainless steel construction.
m Delivered in a plastic case with
300 mm blade and an acute angle o
G p—
attachment. ~'Schut
Single blades
Item No. Blade Price
length/mm EUR
PRICY 909.380 150 6.40
b - 4 909.381 200 8.50
e . 4 909.382 300 10.80
Item No. Description Price EUR 909 383 500 1670
906.504 Bevel protractor 61.00 909.385 800 43.00

Bevel protractor with magnifier

m Measuring range: 4 x 90°.
m Vernier: 5', parallax-free.
m Hardened stainless steel construction.

PRCY
Item No. Description Price EUR
906.502 Bevel protractor 44.00
with magnifier
Option:
906.505 Spare magnifier 6.30
Single blades

Item No. Blade Price

length/mm EUR
909.380 150 6.40
909.381 200 8.50
909.382 300 10.80
909.383 500 16.70
909.385 800 43.00

m Matt chrome-plated scale.
m Delivered in a plastic
case with 300 mm
blade and an acute
angle attachment.

C08.204.EN 20210503
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PROTRACTORS

m Measuring range: 4x 90°.
m Vernier: 5', parallax-free.
m Fine adjustment.

m Matt chrome-plated scale.

Bevel protractor with magnifier

m Hardened stainless steel construction.

Item No. Description Price EUR
855.801 Bevel protractor 218.00
with magnifier
Option:
859.179 Spare magnifier 37.40
Single blades

Item No. Blade Price
length/mm EUR

909.380 150 6.40

909.381 200 8.50

909.382 300 10.80

909.383 500 16.70

909.385 800 43.00

m Delivered in a wooden case with two blades
(150 and 300 mm) and an acute angle
attachment.

www.schut.com/CatalogOnline/en/

Universal bevel protractor

Universal bevel protractor with micrometer screw adjustment. One rotation of the screw corresponds
to an angular change of 1°. Retraction of the micrometer screw enables fast adjustment of the blade
and the scale.

m Measuring range: 4x90°.

m Graduation: 1'.

m Stainless steel construction, main
parts are hardened.

m Delivered in a wooden case with
two blades (150 and 300 mm) and
a reference square for checking the
bevel protractor.

© 2021, Schut Geometrische Meettechniek bv 333 Measuring instruments and systems 2021/2022

Single blades

Ttem No. Description Price EUR Item No. Blade length/mm  Price EUR

- - 909.380 150 6.40

855.811 S;‘i]l:!en:zaln%(:rractor 690.00 909 381 200 350
g 909.382 300 10.80 B
Option: 909.383 500 16.70 8
859.019 Spare magnifier 37.40 909.385 800 43.00 §
&
2
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PROTRACTORS Schut for Precision

Combination bevel protractor

Can be used as bevel protractor, ruler, depth gauge, try square, center square and spirit level.

m Measuring range: 0- 180° (90-0-90°). m Ruler length: 300 mm.

m Graduation: 1°, m Delivery with protractor head, square

m Double graduation. head, center head, and ruler with mm/mm
m Rotatable. graduation.

m Scriber (included in square head).

m Protractor head and square head provided

with a spirit level.

RICK —/Schut

Item No. Description Price EUR
906.503 Combination bevel protractor 53.00

Combination bevel protractor

Stainless steel combination bevel protractor with blade and flat square.

Measuring range: 0-320°.
Measuring inside and outside angles.
Accurate adjustment by rack railway.
Vernier: 2'.

Delivered in a plastic case.

PRICY

Item No. Description Price EUR

910.215 Combination bevel protractor 64.00

Bevel protractors

Simple and easy to use protractors with a semicircular or rectangular head and swivelling blade.
Measuring range: 0- 180°.

-

] =
m Graduation: 1°. e
m Scale diameter: 85 mm. 907,863
m Locking screw.
m Blade length: 150 mm.
m Hardened steel, matt chrome-plated.
“ 909.399
Item No. Shape Price EUR
907.863 semicircular 18.70 %
909.399 rectangular 18.40 g
&
5
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Schut Geometrical Metrology PROTRACTORS

Digital bevel protractors

m Measuring range: 0- 180° (with swivelling PRICR
blade) or 10-170° (with sliding blade). : ] —
m Graduation: 0.05°.

m Accuracy: 0.3°. Item No. Scale Blade Price
m On/off switch. g/mm length/mm EUR
m Reset/hold function. With swivelling blade:
m Rotatable display value. 006.457 120 150 57.00
m Locking screw. 906.458 150 200 60.00
m Delivered in a plastic case. 006.459 200 300 72.00
m Power supply: 1 battery (CR2032). With sliding blade:
906.767 100 150 57.00
906.768 150 300 73.00
906.769 200 400 86.00
Option:
495.157 Spare battery 0.50

906.457

iy -
' ‘“ﬂSchut

906.767

C08.312.EN.20210503
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PROTRACTORS Schut for Precision
Bevel protractors
m Measuring range: 0-180° (with swivelling
blade) or 10-170° (with sliding blade). PHICE Item No. Scale Blade Price
m Graduation: 1°. g/mm length/mm EUR
m Locking screw. : e o .
m Hardened steel, matt chrome-plated. ;El.}lé g;qvelh;og blade.l 20 15.80
M)t acuationplaced Dy 907.865 120 150 18.60
laser. 907.866 150 200 21.60
907.867 200 300 28.90
g 907.8368 300 500 55.00
007 865 = With sliding blade: |
907.869 100 150 26.70
907.870 150 300 30.60
907.871 200 400 37.50
907.872 250 500 57.00
I 907.873 300 600 65.00
Setting bevel
m Special steel. PRICY
m Moveable blade locked with a wing nut.
Item No. Blade Price
length/mm EUR
910.088 200 11.80
910.089 300 16.30
910.088 910.090 500 20.50
Universal digital bevel protractor with spirit level
Digital bevel protractor for measuring both inside and outside angles. The measuring value is
displayed upright at any time. Equipped with four holes and a locking knob for measuring a specific
angle.
m Measuring range: 360°. m Reversible measuring direction.
m Resolution: 0.05°. B Aluminum casing.
m Accuracy: £0.2°. m Rotatable blade of metal.
m ABS/INC switchable. m Dimensions: 254 x 50x 36 mm.
m With digital-analog display of the m Power supply: 1 battery type CR2032.
measured value.
m Reversal of display value. R
m On/off switch. pRICK
m Hold function. @
\—/Schut
Item No. Description Price EUR
909.503 Bevel protractor 54.00
Option: §
495.157 Spare battery 0.50 :
g
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Schut Geometrical Metrology PROTRACTORS / CLINOMETERS

Universal digital bevel protractors

Digital bevel protractors for measuring both inside and outside angles. Equipped with a locking
knob for measuring a specific angle.

m Measuring range: +£360°. m Locking screw.

m Resolution: 0.1°. m Power supply: 1 battery type CR2032.
B Accuracy: £0.3°.

m On/off switch.

m Automatic switch-off.

m Zero setting at any position.

m Graduation rulers: 1 mm and 1/32 inch.

m Cross-section rulers: 35x2.5 mm.

m With fixing holes. PHICE

L
& S?hut

Item No. Ruler length/mm  Price EUR

909.505 200 29.70
909.506 300 38.60
909.507 500 48.00

Option:
495.157 Spare battery 0.50

909.505

Magnetic clinometer with center point finder

Accurate clinometer with an extremely sensitive, balanced needle. The
magnetic base with 90° V-groove is precision milled. The center point
finder can be used as a center punch.

Very suitable for angular measurements, surface alignment, and the
determination of center points and highest/lowest points of cylindrical and
spherical surfaces. Therefore ideal as a universal aid to the installation of
larger constructions.

For marking
angles on
cylindrical
and spherical
surfaces.

m Measuring range: 360°.

m Graduation: 1°.

m Scale numbering: 0-360.

m Aperture V-groove (horizontal): 82 mm
(for shafts up to ¢ 115 mm).

m Dimensions Axwxd: 130x 130x27 mm.

Item No. Scale numbering  Price EUR
856.702 0-360 296.00

Options:
856.705 Wooden case 30.70
856.706 Suction magnifier glass 31.20

856.702

C08.303.EN.20210503
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Schut for Precision

Digital clinometer

m Measuring range: 0-+180°.
m Resolution: 0.1°.

m Accuracy: £0.2°

m Rotatable display.

m Automatic switch-off.

m Hold function.

m Reference measurement function.

PRICY

m With digital-analog read-out of the vial.
m With magnetic base with V-groove.

m Dimensions: 60x56x 33 mm.

m Power supply: 2 batteries type AAA.

L=__ =2

Item No. Description Price EUR
906.427 Digital clinometer 38.50
Option:

497.914 Spare battery (2 needed) 0.60

Digital clinometers

B Measuring range: +180°
(with external sensor: £360°).
m Resolution: 0.1°.
m Accuracy 0- 10%
10-170°:
170-180°:
m Repeatability: 0.1°.

+0.1°,
+0.2°,
+0.1°,

906.479

m ABS/INC switchable (except 906.476).

m Automatic switch-off.

m Hold function (only 906.479).

m With magnetic base (906.476/479)
or magnetic upper part (909.501/502).

m Dimensions: 51 x51x33 mm (906.476 and
909.501/502).

m Power supply: 1 battery type CR2032.

Models with external sensor
m Accuracy 0- 10°: £0.1°,
10-350°: £0.2%,
350-360°: +0.1°.
m Sensor with mounting holes.
m Cable length: | m.
B Max. rotation speed: 600 rpm.

n@q:::n
/Schut
909.501 909.502 PRICE

Item No. Description Price EUR
906.476 Standard model 44.00
906.479 With vial 56.00
909.501 With external sensor 78.00
909.502 With external sensor with axis ¢ 6 mm 78.00
Option:
495.157 Spare battery 0.50

C08.304.EN 20210503
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Digital clinometers

m Measuring range: 4 x 90°.

m Resolution: 0.1° (909.504: 0.05°).

m Accuracy 0-10°:%0.1°,
10-80°: +0.2°,
80-90°: +0.1°.

m Repeatability: 0.1°.

m ABS/INC switchable.

m Large, easy-to-read LCD display.

m Automatic switch-off.

m Hold function.

m Delivered in a soft case.

908.926

&y
—/Schut

909.504

Instruments for easy measurement of angles, flatness and squareness. All four sides are measuring
faces. The measuring value is displayed upright at any time.

908.926

m Width measuring face: 6 mm.

m Measuring face bottom-side: 2 tapped holes
M4, center distance 130 mm.

m Dimensions /xwxh: 151 x33x53 mm.

m Power supply: 1 battery type CR2032.

909.504

m Blue backlight.

m Sound signal at stable value.

m °, mm/m, %, inch/ft conversion.

m Reference plane function.

m Measuring faces bottom- and upper-side with
V-groove.

m With magnetic base (2 magnets).

m Protection: IP65.

m Dimensions /xwxh: 151 x32x 60 mm.

m Power supply: 2 batteries type AAA.

1l

con

909.504

PRICY
Item No. Description Price EUR
908.926 With tapped holes M4 60.00
909.504 With V-grooves 74.00
and magnetic base
Options:
495.157 Spare battery type CR2032 0.50
497.914 Spare battery type AAA 0.60
(2 needed)

C08.308.EN. 20210503
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CLINOMETERS / ALIGNMENT TOOLS
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Schut for Precision

Digital clinometer

measuring value is displayed upright at any time.

m Measuring range: 4 x 90°.

m Resolution 0- 1°:0.05°,
1-89°:0.1°,

89-90°: 0.05°.

m Accuracy 0- 1°:0.05°,
1-89°:0.2°,

o 89-90°: 0.05°.

Instrument for easy measurement of inclination. Equipped with a horizontal and vertical vial. The

m °, mm/m, %, inch/ft conversion.

m Large, easy-to-read LCD display with
illumination.

m On/off switch.

m Hold function.

m Sound signal at: 0°, 90°.

m Measuring face on the bottom- and upper-
side.

m Length: 600 mm.

m Delivered in a carrying bag.

m Power supply: 2 batteries type AAA.

www.schut.com/CatalogOnline/en/

PRICY e
Item No. Description Price EUR
906.477 Clinometer 73.00
Option:
497.914 Spare battery (2 needed) 0.60 it

Laser alignment tool

With this alignment tool you can precisely, quickly and easily project vertical, horizontal and
crossed laserlines. Within a range of =4° minor inclination errors are automatically compensated by
means of the integrated spirit level, to level the projected horizontal line.

m Range: up to 5 m (dependent on the lighting
conditions).

m Self-levelling range: 4°.

m Horizontal and vertical accuracy: =2 mm/m.

m Laser: 650 nm, class 2 conform to [EC 60825-1.

m Lock function for projecting at an angle and
transport protection.

m Mounted on rotatable base.

m On/off switch.

m Diameter: ¢ 120 mm.

m Delivered in a plastic carrying case with
tripod.
m Power supply: 2 batteries type AA.

m Height: 170 mm. PRICK
m Weight: 420 g.
Item No. Description Price EUR
909.499 Alignment tool 77.00
Option:
495.111 Spare battery (2 needed) 0.60
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